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" ROOF WORK 
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Description of the work 


Laying reinforced bric a - — 
ATUS WI eege 
bonded -vrhen* mortar consisting of 1 part cement and 3 part 
bendi EP s send excluding Supply of reinforcement" and- its 
24 Ch PAM ial is fixing in; position and binding the-same vith 
Se Jo, binding wire-and including centering and shultering and] 
essary 0 and supply of all materials, labour, Tools. & plants 
and also including cost of binding wire. elc. | i 
; Supply and fixing Galvanized corrugated iron roofing 24. B:W:G.“in 
position including Supply of ‘all’ materials, labour, Tools &plants etc. 
required for proper completion of the work and including wastage. 
537 Supply ont fixing:22 B.W.G. Ridges, valley and gutters for iron roofing 
fixed. vath J or U'bolts 19mm (3/8") cia-viilh Gt. Limpet.and bitumen 
washers. complete including: supply cf all materials, labour, tools & 


wastage . : 

Supplying ‘and laying complefe 4cm (11°) thick insulation layer of sand 
and clay over jack arch, reinforced brick cr reinforced cement concrete 
roof. 


etc. required for proper completion of the work. 
As in item (539) above but parapet type. 
As in jem (536) above buf wilh 6mm thick gray corrugated asbestos 
sheet. EE 
As in ilem (537) above bul with ridges, valleys and gutters.of asbestors 
sheis: ` TEN. 
|  [Screeding:over-leaky roofs with bitumen paint-al 0:5°Xg per sq. metre 
including sweeping, cleaning. the roof with brushes, heating-of the paint 
upto the required:temperature, pouring 1 on the surface, spreading of 
SE ` quantily of-approved coarse sand at (echt per 100 sit and 


including supply of ab materials, labour Tools & plants etc. required for 


roper completion of the work.. ee 
em lying: and laying one layer of Tat felt |.S.1. marked at the junction 


yal ant a ; irecli Engineer incharge 

oof or any: place as per drechon of Ihe chare 
wien eg Agen giving a-coat-of approved mastic paint 
une Tar felt.and including supply of all malerials labour, Tools & 
plants etc. required for proper completion of the work. 


— — n]À 





(28) 


plants..efc. required: for proper completion of the, work and including 


Making contraction joints in terraced roof lip type, including supply of | 
necessary quality of filler, brick lile, all materials, labour, Tools & plants| . 
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Schedule Mero URS 
Specification 


Itcm No. 









545 Supplying and laying one layer of Tar eh. LL marked over roof as per 
direction of the Engineer-in-charge including necesary overlap giving a 
saat of approved. mastic paint on the bollom and top-of Tar felt, 


Bayi and including supply of all materials, lábour, Tools, & plants. etc. 
lequired for proper completion of the work. | 


Making expansion joins with 24 gauge 6" wide aluminium sheet in wall 

with necessary culling, shaping of bricks if any and- covering joint by 
means of 3/8" thick plywood 5" wide and match painted as. per 
direction of the Engineer incharge including supply of all materials, 


labour, Toots & Planls elc. Required for proper completion of the wark: 


Making expansion joints with 24-gayge 5" wide aluminium sheet ang 8" 
wide Tar. elt fixed with Tar mastic in roof or floors, filing joints with 
approved. bilumin 3040. as per direction of the Engineer incharge} . 
incluging supply of all materials, labour, Tools & plants etcrequired for 
proper. completion of the:work. 


Game as in ilem No. 543 above but painting of roof @ 1.70 kg per 
____{$Qm. and without spreading of sand. 
11.15 | New item.|Making-expansion joints 24 gauge’ and 20 cm. wide aluminium sheet 
. fixed with J bolts.(40x5mm) in BCC slabs or in R.C.C. cols brick 
masonary with :screw,. washers and asbeslos: ply fixed and grouted 
necessary cylting of cement.concrete'or brick work if any ang inclüding 
supply of all materials, labour, Tools & plants etc. completed as} - 
directed by Engiriéer-ir-chatge. 







Per Sqm 





11.16 | New Item |Providing- and fixing-plain Board 12 mm ‘thick: in expansion joint in the 
building. including: cost of materials, labour, Tools. & plants elc. required 
for proper completion'of work as.direcled by Engineer incharge. 
Providing and:laying “brick coba" 12mm thick laid vith M-150 class 
Wem [brick bat/coba 7.50 cm ‘thick with gap of 15mm to each: other, over 
20mmethick:base of cement mortar 1:4 cement and.coarse sand mixed 
with waler proofing compound. spreading. cement slurry mixed’ with 
aerelic:cement concrete water praating compound filled: gaps of coba:& 
top of coba- mortar. mixed. with water proofing compound in’ 4:4 cement 
and coarse sand mortar finished: smooth & lop mashed false. square 
30cm.x mond side wall parapet bat be mono:tythic plaster-wall upto 
30cm higher and junction arid corner’ shall be rounded by brick’ballast 
cement and coarse sand ‘masonary Coba With top finished plaster 
mixed with acetic’ water proofing: compound @ 2% by weight & 
including: S/o all materia labour, T&P elc complete for proper 
completion of work. 
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Note :- 10% extra rale will be Given for minor repair in Govt. Bt 
Houses A PWD Office Büilding e 
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CHAPTER-13 
, PLASTER AND POINTING 








Description of the work 








13.01 Stuck pointing with cement mortar consisting of 1 part cement 
and 2 parts of fine sand of 1.25 Fineness modulus. 


—- as in item 574 above bul Flush pointing Deduct bom Wem) 13.3.1. | Per Som 


Some. às iri item 574 above but in floors deduction from item} 3.3.33. | PerSqm | 
574 & 575. 


Ki 





1304 | 578  |Strück cemenf pointing with 1:2 cement and fine sand of 1.25) 13:22 | Per Sqm 
. F.M. mortar with colouring including supply of all materials, 
labour, Tools & plants elc. required for proper completion of the 
wok. — - 
13.05 12mm thick plaster wilh Cement and fine sand of 1.25.fineness Per Som 
modules ín 13. over. brick work: minimum thickness nol to. be 
less than 1¢m..inclyding supply of atl materials, labour, tools A 
plants eic. required. for proper complelion of the work. 
13.06 3) lAs in ilem (522) above but wilh cement and approved coarse Per Sqm 
sand mortar-in 1:3. 
13.07 | 584 [As in-item (582) above but with » cement and fine sand of 1.25 . | Per Som 
fineness modules mortar in 1:4. mE u 
584 (a) As per tiem No; :584 but with T4 cement and Corse sand Per Sqm 155,00 
13.09 586 [Asin lem (582) above but wilh tement and fine sand of 1.257 — -- Per Som 135.00 
Hineness modules mortar ín 1:6. | 
141 | 587 [Add for exija labour lo alt item of plaster'if done ceiling. Per Sqm 16.00 
1314 | 506 [Add for extra labour and malerials for plaster over rough face of | Persan | 16.007 
one brick well. 
1315 | 567 [2 cm. thick cement plagler in dado or skiing in 1:2 consisng| 13.11 | PerSqm | 22000 
of one part of cement & two parts of approved coarse sand laid ` 


in panels finished wit 3 mm floating coat of neat cement oF 
cement mixed with marble dust in ratio 5:1 including supply of 
all materials, labour, Tools. & plenis eic. required for proper 
completion of the work. 


— --— 


~ —————— AA peus ——— — 
13.15 597 (a) Same as above ilem bul 1.20cm. thick inslead of 2 cm thick. | Pet Sqm 195.00 


Wwe 
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Schedule 


Item No. 


Icement:mortar, ({cément : 


 — ee ae a < . " ^ EQ — BER 
———————— —— 
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Description of the:work 


Engra aving lines: im plaster’ of outer face wall vertically: and 
horizontally jo dere tHie'surface as stone facing ge directed by 
the Engineer-incharge: including-supply of al materials, labour, 
Tools: & planis elc. required or proper completion of thezwork. 
(add-for: extra labour to:all ilems-of plaster), ` 


^ 


Marking drip, coarse ir in sun sun shades op facie with 4:3: cement.and 
fine sang morla as per direction - of Engineer-ip-charge 
including, ‘supply: of all malerials, labour; Tools & plants elc. 


required for proper ‘completion’ of Ihe work. 


EE 
E AC? New ltem. x mm_ thick. rough. cast exterior cement. plaster on walls 


D-mm thick: backing cast of 4:3 cement: mortar: (4 


sisting: 4 
vo id) and 40mm thick ‘finishing coat: of^1:9 


cement: :37coarse. san 


mm). Including, arises.. chamfers: and/or: rounded angles not 


exceeding. nin E" 


:3-coarse. aggregate « of.size 6mm to 12 | 


L] 


Rate - 
. Meérgt) 
 Beghpat.- 
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CHAPTER -14 
FLOORING 


` M SA SL eC Ki On 


th 
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Rate- | 
Més | 
‘Baghpat’ 










 IEAD Spel} 
fícation 

No. | 
— 1 € 


14.6.1 | PeriSgm. 





. Schedule 
'| Item No. 






















2: D ORE rege . 

per? D de M24 ‘plain cement coricrete floor with 
: Ge PP oved Coarse sand sand 2 cm. (1") graded 
«in eg stone grit, laig In panels finished with 2: mm. (1/8) 
ee SE neat cement of cement and marble dust in 
240. V-k: aS specified over. and Including Bon GL thick 
base: concrete ‘consisting of cement, fine sand. of 1:29 
'; [fineness modulus and brick ballast 4 cm. (1%") gauge In the 
proportion of 1:4:8:and removing. any overlapping mortar-at 
the joints of the, penals. if ay ad ong Dem. ünlform 
finish; including supply- ot al materials, labour; Tools: & 
plants elc. réquired for proper completion of the work; — 





(A) Asin item no. 601 above but without base concrete. 


(B) As in ilem no. 601 above but base concrete consisting 
of brick ballast ang fine sand & cement In prop. 4 2:6:1. 
Ks ih tam’ no: 601 above. Wilh base concrete consisting of 
brick’ballast, white lime-and:surkhi in ratio-of 100:16:32. 
Asin item (601) above. but floor shall be 4 cm (172) thick 
instead-of 2:5 (1") thick:and without base concrete, 


Gi Bante eee 
14.06 Add in item (601) to (603) and (805) when floors are}: 
polished. inclüding-supply of ei cement, chaptá: ball 
Carborandum stone; «all: aber galerie labour, Tools & 
plants elc. required" for ;proper ‘completion. of Mie work. 
Marble:dust shall, be-added in the floting:coat in ratio of 5:1}, 
(cément'and marble: dusl) if necessary but ng extra amount 
will. bepaid. for. it "This includes final finish with: french 
mansion polish or-any other. approved polish. 


GER x gor ed dry joints sand. filed 
| M-150 Brick on edge, floor laid. dry join „filed 
m ur including preparation of base. to. proper slope and its 
ramming including supply of all materials: labour and Tools 
and Plants elc. fequired for proper completion of the work. 
! above but bricks laid flat. 





"ut op As in iem (615) 


enge 
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| fication Unit 

z Now 

620 |Granolithi — m leg 
Ss EYE Re PA 25cm (l)Wikkconsisingof2| — 1484 

SEN Gë sg ayer of 1 part cement, 2 parts of approved 

slohe chips in. we parts of 2 cm. (3/4") graded. approved 

ordinary GE ng 9 mm (47^) thick surface coat with 

chins ‘nace: black and. while or grey or mixed marble} 

VIR passing 3 mm, (1/8")-bul retained on 1.5 mm, (1/16") 

mesh Screen in proportion.of 1:2 as. specified.or-directed bý 

the Engineer-inchargé. and polished by hand or machiné 

and finally finished with French Mansion Polish or any other 

approved polish: and including 8, cm (3") 1:6:12, concrete 

base, including supply of all rnaterials, Jabour, Tools and 

Plants etc: required for propér completion of the work 


Schedule 
Item No. 








ei, No. Desctiption of the work 














As in ilem (620) above-but when while cement e ed inj — 14.8.2 Ki 1000.00 . 


| lop:5.mm Déi) layer. » 


"EXC [AS niem no, (G0) above bul when coloured floors are to] — 1483 | ^ -| 860.00 


be:made. ! 
———- a eee ee rr a err 
Granolilhic marble-dado-2-cm. DCH thick consisting of 15, 14.9.1. A ™ 600.00 


me. (9/16") thick. layer. of ane part cement, 2 -parls: of 
approved. coarse. sand including .5 mm. (3/8) thick 
surface: coat: with: ordinary- cement black. or^while" or'grey or 
mixed marble chips pássing-3: mm. (1/87) bul (elained op 
15° mim; (9/16") mesh: Screen in ‘proportion of. 1:2 as 
specified or direcled by the Engineer-in-charge and 
' |polished by:hand or by mache 200 finally-finished. with d | 7 
French: Mansion Polish ‘or any other ‘approved: polish} — " . | | 
incigding -süpply- ot ll matériels, labour, Taols ‘and Plants cn 
elc. required for-proper completion of the work. ` 
o EE eege e DE PORREN A ENE À MES SSES $ 
‘Same as ilem no: 625 aboye but 12 mm. thick dado. 1492 .| ^" : 46500 
x nl E | n e n — b: one es | ee e eaa mae 
Asin ilem (625) above. but: when whilé:cement is; Used in| 1493 ez ~~ 650.00 
tgpi inim. (3/16) thick layer instead of ordinary cement _ ! 
[As in item: (625) above but when coloured dados aré lo be| 14.94 " "| 09 


made. pa | ore 

Sippy Gnd Taig © mm, Ur) China vie glazed Wes in| 14.104 (remm) 30009 
flooring or in skirling of dado laid. with -1:3 Cement, and Lb? - 
approved. coarse sand mortar finished wit while. cement 

Zen. Jointing and polishing complet, including: suppi 9f 

al maléfials, labour and Tools.anó Plants. : x 








e ———Pá" —HÓ—— mM eee ree | 
51 4.00 mm (1/8) thickness Lone ecce 


2 L4 . g LO ; 3 4 
631 Providing and 11^ (ss the time: of laying labour, 


in joints: of floor 2nd skirting at 
kale am) plants.elc. complete 


a mec me Jg geg — A oto 





PerRM | 1500 





NER E E E e 
—————|- (b) of 35cm deph — ———— eee, PEE A onm ———— 18.00 
ic) of 2.2 cm. depth and of $ mm a ne corel 8.00 
B eph and of Sun Wichs cc 20.00 


— — amean 
—  — 


MONI (d) of 3.5 cm. deplh and ES 


(33) Arv COM 

































concrete, floor, sleps landing elc. 
[Supply and fixing of Kota stone in 


base coat. (bedding) of 1:2 ceme 


for proper completion of: the work. 


New Item 3 Supply ‘and f xing 10 lo. 12 mm 


proper completion of the work. 


vitrefied tiles: ite mm size in 


labour, tools and plants: 
of the work. as pef 


Description of the work 


Extra for making-chequers of approved pallerns on cement 


ved qualily complele, including SU 
approved Q eic. required for proper completion 


direction of Engineer - in- charge 


Geen ee floor ing. 20:mm thick and} 
joint filled with 1:2.cement and coarse sand with approved 
colouring materials o be:given an even shade with 12 mmf . 


nt & coarse sand morter 


ang polished ty hand or machine and finally finished with 
french manson polish or other approved polish including | 
supply of all materials, labour, Tools & plants gr, required 


thick Kota stone Wes in 


skirting or dado laid with 1:2 cement ang approved coarse 
Sand morter finished with in ils.cemen! colour slurry, jointing 
and polished of approved: quality compiete, including supply 
of all materials, labour, tools and pene elc. required for 


LLL LL Y— eal 
New Item 4 |Supply and fixing 6-lo 9 mm thick ivory or light-shades| : 


flooring and skirting; with 


t and coarse sand morter finished 


. jointing and polished -of 
pply of all materials, 





eR -— eegener 
o Kate 
BA, C "1400.00 


g CHAPTER A8 — . 
, PAINTING AND DISTEMPERING 


gn BT BSE ot dt sn sS ap NIESCU 


Bo Ons. = 
«fel “PE Te 





PWD: i "Rate : 


Schedule ds | E 
P Meerut! ` 





Item No. Description of the work fication. | D 
ee | Baghpat | 
gr E BE 
15.01{ 641  |Painting or varnishing work in small areas or new wood work] 1514 | Per Som | 7200 
with: one Goat (upto one ‘square metre of ready mixed priming | 
paint and: one coat Of approved superior quality ready mixed 
paint or varnish including supply of all materials,. labour, Tools 
& plants elc. required for proper completion of the work: Paint 
o be used IS marked. 
1502| 642  |Asin item (641) above bul for every coat after first coat (4 1512 "€ [| 3200 ` 


———n SET OR Lp KT fer BYE ne EA Tape RTT 77 
45.03} 643  |As in item (642) above bul for every coat on previously} 19,13 v 42.00. 
painted«dld wood o Iron work including ils. sand. papering, = 
rubbing. and cleaning as required for proper completion of 
: work. dä B E o MM ] i f 
1&04| 644  |Painting roofs or other. iron work in large:areas with one:coat|. Te SÉ 0 
priming. and:one'CoaLof.approvéd (above one: Sq. Metre) paint | 
E. (Brilish‘antesol:or equivalent) inclyding supply of all materials, 
: labour, Tools: & Hate elc. required for proper completion -of 
the work. Paint'lo be-used IS} Marked. 


i eee | aay ene firstcoal. ee ee EENS, GE ^ 
15.05| 645  |Asin ilem (644) above bul (or every coat after the first coal. . e 2007 
$ , 7 
—7 seet - ee a 
15.06| 646 |AS in ilem. (645) above but for every coat: over previously T 27.00 
pc — painted SC face —————- re Àw A CA 
1507| 647  |Painling oF varnishing with valspef oF other approved high " 42.00 
grade. enamel or super paf synthelic clean varnish complete | 
one coat me previously painted surface including SUPP Y of 
ll materials, Jo, Tools '& plants elc. required for proper 
, |complelion of ihe work: Paint to be.used ISI Marked. 
f - emgeet : ; ; iL. PTT. eee ——— meae ee 
| 15.08} 648  |As'in wem (647) above bul for evety subsequent coat on 727.00 





Eegiel 


Á 
g — an 














Schedule 
Item No: 






ceat or.subsequent coal. 





completion-of the work. 


on:previously*treated surface. 


v - 4 


. trealed:sur face: 


. M 
^ Ais 


at 


all malerials, labour, Tools & 
complelion ofthe work. 


wood based surface: 


Removing paint o varnishing: 


prepared'smooll and à coal'of 


656 ` Jong wood work wilh- double boiled linse 
‘Isupply-of all materials:labour, Tools: & plant elc. required Tor. 
proper. coripletion ofthe work. | 


(36) 


ed oil including 


~ 
= 





Distémpering (fitst coal) with gil bound distemper of approved 
brand d manufaclure-end of required shade on undecoraled 
wall. surface lo give an even shade over and including a 
priming coat with cement primer of approved brand and 
manufaclure Such.as Berger, J&N, Shalimar, Asian PainL'ofter 
thoroughly brushing the surface free from mortar dropping and 
other-foreign matlers.and also including the surface even with} - 
plaster- of Paris or approved: synthelic- materials and 
papered. smooth including supply of all materials, labour, 
Tools & plants etc. required for proper completion of the work. 


As lem (649) above but for every coat afler the first coat. 
"v ap A HE ET TEE E 
As in-ilem (649) above but for every coat after the previous 


- |Qne. coat hot coaltar on-new surface including supply: of all 
materials, labour, Fools &"plant elc.'required for proper 


As in ilem. (552).above. but for every-coat'aller the first‘coat or 


One coat surface or olher approved preservative’ on new} 
wood: work; including supply of all materials, labour; Tools & 
plant elc. required-for proper completion ofthe work, . 


655 ` [As in ilem (654) above but’for ‘every coat or^on previously 


with paint remover: or wi 
Caustic: Soda; inéluditig supply of all materials, labour. Tools & 
. [plant€te?required for proper completion of the work.” 
Polishing wilh: French Polish op wax :polish (ini proportion 2 
bees wax- 1,5 linseed oil: 1-lurpentine oil H varnish by 
weight):on new wood.and:wood based-surface:to give an:even 
surface including cleanthg:the.surface of all dirt, dust and:sand 
wood filler inchiding:supply of 
plant eic. required for proper 


wg EL Kënn A 
659.  |Asinilem No, (658) above bul on previously polished wood or 


Y 
wf 






'P.W.D. 
Speck 
fication 
No. 


Srey = > 


nd 


A. — 


oU "mw 






| Ber Sqm | 26.00 


29.00 -= 


14.00 
~ 42.00 
2990. | 


Së 


"A700 — 





37:00. i 
SW: 


















BAND. 
Speck: 
fication 
No. 











| Finishing: wall wil wáler proof cement paint of a 

and: quality on Dem work wilh two coat to give an even Se 
inclyding- Supply of 2 malerials; labour, Tools & plant elc: 
required. for proper completion ı of the work. > ` 






Same: Same. in ilem no. 860) but for each 3h coat of water proof} 
cement paint afler the firsttwo-coat, lo.give an even shade. 











e a int ef 
` Finishing: UTE "wil one one “coat ol water. proof cement: paint, af 
surface with. this . 


approved. qualily Qn previously old treated’ 
paint: logiveran even: shave: jncludirig:supply of alt rfiaterials, 
.|iabour,, Tools & plant elc. required for proper complelion. ofthe 


work. 














98. ` 
74800 . 









a OEN 
New Item ur "item: as ilem: but out MUTET 






7712690 A 



















coal, 

New ltem Providing cement primer on. — 0m surfaces. 
——— LET. ÉL 
———M MÀ 

New Item. Providing: Siding: wall. “pully: on; New surface.’ with approvel quality GAR 

material of Berger) Kibira or similar make’ 2 coals- 
New lem ` Providing. wall jy on 4 n ‘old surface’ With - approvel - quality 

Kira Or similar 1 ‘make 2: TORIS. 





material c of sei ue 
! ‘repair in Got, gier? 













Note :- 1096 extra ráte wil be gi 
& PWO Office. Building: elc. 


"mg ao. 8 Rf, ANG: 


CHAPTER46 ` ` 
WHITE AND COLOUR WASHING 


d 1 ufi : ony. WO wes 
qm ue 3 Y 4 2 ATTSTG THe WA wl! Brey ser Wak My vetu de «L1 E 
Schedule mM PW.D. " 
SL No» | item No. Description of the work Specification | Un 


No. H 








671 While washing one. coat including supply of all materials, 


labour, Fools & plants elc. required for proper completion 
of the work. 
672 As in ilem 671 above but Two coals. 


[ 1609 - 673 Asin item 674-above but Three coats. 1e —. 


16.1.1 Per Sqm 







Per-Sqm 
‘Per Som 1 











| .|Colour washing one coat using approved. Colouring Per Sqm 

| ` [materia buff, blue, gray or brown shade including supply 

| of all. malerials, labour, Tools & plant elc. required for 

| proper completion of the work. x 

; AS in ilem 674 above bul Iwo.coats. Per Sqm 

; As in Wem (674) but using approved colouring material of Pergam 

; pink, green or yellow shade. 

| As.in ilem 676-above but two:coels. E | Per Som 17.00 

: As in ilem (674) above but colour washing with copper oc} - Per-Sqm 14.00 

i iron-sglphale onecoal. — — | 

d As irritem-678 above but Two:coal. l 46:23 | Rer$qm 19.00. 

XS 1 ; l Ge 

| Cement washing including supply of all materials, labour, Per Sqm 16.00 

g TTools:& plant elc. required for proper completion of the | 

: | — E PARER NES ESO TU 

TOne-priming coat and one.coat of dry distemper.on new} > 16.4.1 Per Sqm 36.00 
work’ including supply of all materials, labour,, Tools &) 
E plant eic. reqired for proper completion of work: 

meet ek coat of distemper derf 1642 ~| Rr Sam 2500 
"7 mm ALL 


n M | P— HÓÓ———— — ——— — 9 — —Á— Áo 


Ea oI[——————————— — "T. ` : 
Note :- 10% extra rate will be given or minor repair. i» Govt. 





PWD Office Building elc. Mb : I 
77, Y. | 
\ S 77 E 
ag afrah (900) | Sister Elie 
RE get ct DD. ARS "we get. ZU. 3G 
"Ss 
(38) w-— wt, | BN. 








12.09 


12.10 


696 
697 


- 698 


701 


702 


ne 


" [As in item (692) above butin mud moriar, 


"[Dismanüng corrugated ion roofs walls or pattitions,| - 


Jingluding base concrete and including stacking of dismantled 


CHAPTER-17 






Description.of the work 


Qismantling sundries brick work including stacking of 
dismantled materials as direcled by the Engineer-in-charge 
within a distance of 60 metre (200 feet). 

Dimantling brick work or stone work in lime or cement mortar 
and including Slacking of materials as direcled be the 
Engineer-in-charge within a-distonce of 60 meter (200 feel). 


— — — 


Dismantling reinforced cement concrele or reinforced brick 
Work including slacking of materials as direcléd by the}. 
Enginger-in-charge within a distance of 60 metre (200 feel). 
Dismantling Jack arched or wooden beam and barga roofs 
inctuding beam, roof conctele and including stacking of 
dismantled materials as directed by the Engineer-in-charge 
within a distance of 60 metre (200 feel). 











` e =— e 


As jn Hem (695) above but only roof concrete. — 
Dismantling cement. concrete. or brick or granolithic floors 


materials as directed by the Engineer-in-charge within à 
distance of 60 metre (200 feet). 


As in item (697) above bul floor lo be stone flagged or tiled 
floor. 


including purins, ballens and-verlical supports and including £ 
Stacking of materiaisias directed by the Engineer-in-charge 

within a-distance o( 60 metre (200 feel). 

Dismantling of girders, lrusses and other steel work! - Per Qus - 960.00 


including stacking of malerials as directed by the Engineer. 
in-charge within a distarice of 60' mele (200 feet). 
Dismaniling doors pr windows including chaukhals with hold] 17.93 | PerSqm |  —-à8Q0 — — 
(ast and including stacking d maletials as directed by the Mn 
Engineer-in-charge within: a distance: of 60 metre-(200 feel). 

Sjamaniing doors or windows leaves incising slacking d 17.91 | Per Sam f ^ AD — 
materials as directed by the Enginees-in-chasge wilhin a 

distance of 60 metre (200 feet). 


EH I PP tet m 


"rm rm —]— d a 








(39) ~~ y, | en. 





P.W.D. 


'| Specificatio | 


ounen. doors or windows inchiding chaukhats but 
eh deg rod pages d malerials as 
Iech Di ngineer-in-charge within "a gi 6 
eg a fond ge na distance of 60 


706 Dismantling existing plaster including disposal of refuse. as 
direcled- by the Engineer-in-charge within" a distance of 601. 


metre (200 feel). 


E erer 
Raking: out joint of brick work in cement or lime morter Jo 3 
depth 1 cm. (3/8) including disposal af refuse as directed 
by the Engineer-in-cherge within a distance of 60 metre (209 


feet). 


ng old while or colour W 
ected by the Engineer- 


re (200 feet). 


in-charge» within a 


n No. 


ash including disposal off ` 








CHAPTER-19 
MIŞÇELI EE 






ee LS ji 3 St et ab TS : e 


a No.| SNo. Descriplion-of the work 


Qr Ze ik OF. 10cm: (4°) intemnal:dia-A.C:*down pipes Everest 
ake complete with bends wilh: door at top and plain at 


Zen x 3. mm. (1" X1/8*) fixéd to walls with cement molar (1:2) and 

kie iud OF 15 cm 67) long Ginm. (1/4").dia nail all materials, 

oe Lag € Yee for proper completion of-the:work°and 
i aster pointi elc. if d 

ripe ríg elc. i ane during fixing 


y 


As per ipm No. 730 above but L for 10.0 cm. PVC ‘down 
pipe. (kissan/suprime make} 


—M* inicr" ës RE RI" M 
As per ilem: No. 7230 above. Gr for 7.5 ‘cm: PVC. down pipe. 
{kissan/suprime: make) 

As per em No.. 730 above w for 5.00 cm. PVC down 


pipe. (kissan/syprine make} 
eee ee 
econstruction antlermile 


Nee ee 
Providing and injecting chemical for pr 
treatment and. creating and. chemical barrier under-and around the 


column. pits wall enches basement excavalion tòp surface in plinth 
filling: junction’ of wall and floor, & 
binding exparision joints. surrounding oF pipes-and conduit elc. 
complele: (plinth: area of the: building at ground floor only shall be 
measured as per Lë 6813 (part Il ' 4984) Aldrine emulsifiable 
concentrate or any other approved material such as heptachlor of 
chlordane: will’ ‘be used: The: tale of 


shat be: E lous 1 
1 |. Treatment fori ege and fouridalion 5lilers per sqm. 

Back. fill (act wilh! foundation 7. ‘5 lifers.per sqm. 
Z Treatinient ols surtáce- of n filing &-liters per sqm. 
4 Treatment ‘of. soit along: pesas perameler of Building: 7:5 lilers:per 
ter 5 liters Der SO, 
Providing & injecting o chemical for posl: Consiructional anii anii termite 
treatment with drilling holes at junction of floor with walls & pillars, the 
application of chemicals shall be-as pef Lai? code and the 
rate of application of | re in the lz 
code, including quarterh 
for one: yoat.: As diteclion. 


eeng (90) 


MRO ot, affa. ARS 


sqm 
5. Treatment of soil under det parame 


y inspection and 
— D" charge:| 


(44) 


St Cal I a OX! GNM SE a gét 


t 
bot om and grantings end includinig;supply of necessary MS clamp} 


slong: the external per meler of 


application: of chemical emulsion} 





Le a zm 


wa ` aa. 


CHAPTER -20 
ROAD WORK 


SL d: 


<iq ALS vd 1 frr gen 


SPY sm gt eg äi stet sm. 




















P.W.D. 
Speck 
fication 

No. 
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Consolidation -of Kankar by. hand rammer: Including. opening 
out stacks:sorling kankar-into-three- Sizes, repairing patches 
in existing. road suface: with kanker making. médhi. 6 retain 
water and ramming: and also including carriage of metal uplo| ` 
30 meters (100: ALY, Carriage: oF Waler 2007" metre supply and 
maintenance: of barriers: ang all tools and plants required for 
proper completion of work, kankar to. be Supplied to Wei 
contractor free-af sie: ` 
As.in:item:No. 751 aboye but for’consolidation by road roller 
including hire'ang füel charges etc: Of the roller. 

738 |A) As in item. No. 752:above Dal for12 cm, Kee: thick:coat 
of brick ballast. 


` Wëiäe in item No. 753 (a) "um but Tm roller charges. 





752 


(C) Asi in itemeNo. 753(a}-above bul excluding roller charges}. 
etc: and: :also-éxclüding all T&P- and-sundries: etc.: (Labour 
only) dor departmental Works. 


793 (à) above but 10 cm. (loose) t thick:coat 
oft brick ballast. « ; 


(B} Asin ilem No: 754 (a) above but excluding roller charges. 








(C) As.in item: No: 753(c) above bul 8 om. (loose) thick:cost 
of brick. ballast fordeparimental works (Labour only). 


(B As in: ilem No. 752.above but 172 cm. (loose) thick coat of 


Per Cum: 176.00 
stone ballast 








l (8):As’in item No: 755 (a) above but excluding roller charges. Per Cum ` 115.00 
ID AS in item No. 755: (a) above but. upto. 20 em. (loose) PerCum 175.00 
thick:coat: 2 
—$——— ————————— ; - — 
(EJ, Ae Mem No 755. (b) above: but‘upta 10cm. (loose) thick Per Cum 115.00 
coat-bulexcluding tollercharges. — 
(A) ‘As in iem No. 752 above bt for 6 cm. NM to8cm| ` Per Cum T 
(loose)- coatof stone ballast ` 
(8j As ilem No: 255 (akabove. TT charges. ua 2 Per Cum: à; T UR - 





(CF Aen item No.756(3) above. bul excdüdingiollerchages| — " Persum | 7 —— —— 
ek: and diso excluding all T&P and;sundries:elc. (Labour | 

only) for'departimental works. | | uu 

Water allowance lobe allowed om'item: No. 751 to 756] 20.5 Per Cum: 24.00 
including carriage & cost of waler where waler is nol 

available at site. "P 


-o ——— 





Unit 


TT 7578 Asin item N | 
and also chee tica roller Charges elc. 
for departmental works. sundries elc. (Labour only — 









"zen  |Oag belling 18cm (6°) d 6 line alioned wilh i EAR 
; Jeep In j iono "Ih flanc r 
ang jhandies a$ girecled by aha s with flags} 20.10. | PerKm. 820.00 
761A eter pit traffic lines 8-15 cm. wide in Wues) 20.1.1 | PerRM 50.00 
s d Se approved road making paint (spirit base) as 8 mE | 
reet the Engineer-incharge, including supply of all 
about, Tools & planis "elc. required for proper 


completion of the work. 
7618 |{B) Asin item No. 76t(a)'above but excludi i 
(p) AS in (a) tof " 
il E vndis dk ng cost'of paint,| — 20.1.1 | p 
(labour rate only) for departmental works. | 
' Per Som 100:00. 


761C Painting on divider 1 priming and two coats of enamel paint} 
including. supply of at materials, labour, Tools & plants elc. 
required for.proper completion of the work. i 


e rst t d T ea o —— 1 " — —Á 
761D  |As per ilem above but every coal after Ist coat and on old Per Sqm 40.00 
762A Brick: goling. with strainght over burnt bricks laid flat and dry - Per Som 270.00 


with brick edging on both sides including preparation of 
subgrade to prescribed camber and induding supply d 
bricks; filling joints; with Jocal earth of PL 5 to 7, spreading 
Lem DÉI depth of local earth over the entire 


binding coat 1-cm V7 / ; | 
surface’ and including supply of al materials labour Tools & 
Plants elc. required for proper complelion of the work, ‘ . 


a maaana 
20.12.1 - 335.00. 
Per Sqm 450.00 



















M-150 Brick on. er ement.on pares with bricks, Gd 20.16.1 
dry joints. filled: with local sand-inclyding preparation o base 
fo proper slope, ' ; ‘itsrramming, spreading T of 1 cm. 

a. den j of tr a E ei ád E 





90:14 Per Km. 16600.00 - 


2045 | " 58700.00 


(013| "e 


vet? ay -e 



























Schedule 


Item No. Description of the work 


nt Qf road. melal to. the required template after 
eening:at read side: including dressing.of side berms as 
required. where 'melal. ls. lo be:stacked ang including. a. lead 
upto 60 meters(200 ft.) 


Bitümen: painting (labour only) over W.B: M surface (Ist stoë) 
excluding. supply’ ‘of paint.and:grit, including maintenance of 
sides patties and watering them during operation for ‘proper 
completion o he work as directed by-the Engineer-in-charge 
and excluding: roller. charges andits fuel but including wages 
of fireman Tar:boiler man: above and also including shifting of 
materials and'all'sundries elc. 


71045| 


10.16 
oVerprevipusly painted surface. 
| Scraping. old painted surface ‘including, disposal Of all} 
scraped? material 19 -a-dislance:.of 30. meters. (100 ft) es 
directed: by Enginer-in-charge. For small a area for big area‘as 
per MORTH: or MORD Ki 


10.18 775. Bidinger of WEBM. ot Kankar ‘Kilometer with local earth by 
spreading. evenly Joan average: ‘depth of 15mm. and fillipg:up 

the inlerslices of the road metal. 
775A [Asin item No: 775 above but. excluding: IR and.sundries 

elc. for deparirental works. ` 


" geg Lë en a 
776  |Earih. work on "edges of ‘painted: surface or CC Km. in a 
width ‘of 1/2: meters: on either side of road for proper 


wr a 4 


completion of Work. 
776A | Asin-item- No.:775- above but exclu 
etc, for. deparim: ental works. 


10.21 781 Coane ‘the: existing painted ]primed surface and laying 
nix: 2cm. Ga" thick over 3 lack coat wilh graded}. 

proved: grit: ‘and. bitumin (labour only) including healing’ the 

_ [paint: ‘and grit:to the sequired’ temperature" and mixing: "either 
in mixer] ‘hand drym or by manual including. cartage: i of 
materials, maintenance: of side parlies:and: watering: them 
-operation ‘for: proper completion : of. the work as 





10.17 





ding T&P and sundries 


directed by the Engineer-in-charge . - including labour charges 
for'tack coat. 

eerte 

pem TAP and:sundries: elc. 


784A [Asin ilem No: 781 above 


"ET ebe aas works. 
.1022| 702 — ‘in item No. 78 Wo.781abovebulinPalches. ———  — above but in Patches. 


782A . Asin item No. ^v? em No, n No. 781(a) but in Patches but in oh 


së E 


(44) 


.. fication 


20464 ` 


Asin item No..767- above. but’ subsequent coat of painling|- 








EW, 
- Spec 


No: 


20,17 


30464 | Rersqm 


A 





AW? wei 
Im 





95,00 
40.00 









—rÁm 


20.25 dd or 
mk [| o TTT 
Both:Side . 
20.36.1 50.00 
20:36:1 ^^ $8500 ,. 










BD. 










Spacl- Unit Meerut! 
quon Baghpat. 





















A rf 
approved K n and laying zez / sn 
E CREE: 
mixing either ‘in. mixer, eg Als temperature and 





2 fem No. 783 above but in Patches 
Mone in applying primer coat over prepared surface oí 
granular de Se with slow. Setting bitumen emulsion with'spray 
0.6 kd/sqim (exclüding emiulsion) all lab GE 

IT MACUOIng emulsion) all labour T & P elc; as per 
MORT&H: Specification, (labour | ii 


1025| 785  |Brick soling with Straight over brunt bricks laid. at and dng = 20.12.2 


(labour only) including preparation of subgrade Io prescribed 

amber, lilling-joints with local earth spreading a blinding 
Dot! cm: (3/8?) depth:of local earth aver the entire suiface 
and including labour-T&P étc.required for proper’completion 
ofthe work... 


1026} 7i As iri ilem No. 785 above but with bricks laid on-edge. 20.122 


10.27| New Item. |Laying: of Hume: pipe in position (labour only) including 
labour'and TAP~“etc required for proper ‘completion of the 





R IV S | Ve Ree 
"Et 1000mm dia M ule 
ey Le ZOE com "np os CAE os or a MONS ae ith juit and cement 
New Item [Fixing of joints in hume pipe. w^ | | Y 
Geet cost of all matrial labour and T&P etc; required 


or proper completion ofi work 
().35010 600mm dia ~ | K- 500 
(ii) 800 to:1000.mm dia | ach 700 - 





Ting and Consolidation of stone ballast in soling: by eum. Ef 
(a} a efor pathes. (Labour rale only) including fling} | 
hand ramme ater within 200M distance}. 


of potholes including canoe of W 
and blinding etc, Compete. | _ Ir ` 
(b) Laying and Consolidation of Brick ballast bals. Xt Per Cum 100.00. 

by hand rammer for Paes Ef cet oie 200M 
filling of pot holes Including carage of w 

distance and: blinding elc. Complete. 
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Schedule P 
y Desci BW 
Item No. scription of the work Speci: 
uL fication 
ga mc ERO ANNE REA T 
New ltem 9 Construction of un-reinforced,. dowel —T LL. — 
constryction joint only, plain: cement: jolnled. dame and 
as per disign, over a concrele pavement, thickness 
prepared sub. base with 43 
any other type as per Clause: 1501:22 (11%: EE 
aggregates confirming | to IS 383 maximum: siz E 
not: exceeding 25mm, mixed. in: a. con dote d in 
0.2 e iy arid crete mixersof not less then 
m: capaci appropriale: vieight batcher usin 
design, laid: ‘in approved fi q spüroves 
over fixed.side form work, (steer 
loying à nd-fixing of: 125: (slee channel, 
plates inch Ra, polytheno film; wedges, -stogi 
Geelen shovels vork as per drawing). spreading 
rakes, .compacled* using :needte; | 
sasereed and. plate: vibrators: 
| Uo dn: ginis operglion including GË M ein 
exp construction joiüis. às per ‘norms, applying 
enone ig dée eg sealant, dowel-bars, near. approaches to 
“culvert. „ang construction, joints, ‘admixtyres as. approved, 
citing y of concrete slabs for "44:days, -curing: Compound ^ (Where 
specified) ang water finishing t6 lines and grade as pef drawing and 
Technical: “Specification Clouse, 4501 including: Cost of Polythene 
Sheet’ and “Dowel bar and also including complete. shifting off 
matrials: & Concrete | elc.(M- 20) 
+ T emm ÓÁ—— 


New Item Same 'ásigbove "But when thikness of CC is less then 20 cm. 


9(1) (without dawel Bai) | 
"| New ltem Supply aft 60mm: “thick:|Sb marked confirming to. I5: A5658- — 
deer interloking cement 


10 ` |2006:1shaped: "mechanically coms 
concerete ‘paver | bloc! (S. high’ gloss finish, skid 
resistant: manulacred from.  tubber gie through. vibro- 


compression : amechonismo high pressure. and control 
an dimension 200 x}. 


vibration. machioe having. 

(160+120mm) with min smm thick" topping. | of O.P; 

cement mixed with 25% mie powers The Compressive 
trength 1 of conicerele P paver. block: shall. not. be: less than 39 

MPa: and'4t 00 kg per ' nos.including € “cost Of Si material labour} 


T& P. 

(i, ).Grey 

(ii) Color 

PA NE ` 












IAS Coen 


(47) iain ` 





` FNewilem |Supply Stfg thick ISl marked. confirm 






FW 
| Spec? 
fication 

No, 





Description of the work 












tee hem [Supply o 80mm thickSl markeg confining 

«i |2006 | shaped:mechanical natked confirming. KS 15658 
aad Aerer tg Siet ege 
resistant; manufactured from petal Be skid 
compression mechanism. high pressure. -— 
vibration machine having plan Geen d? 
(160120mm} with minimum 5mm thick: topping. d op 

 eement mixed with 25% marble; powder. The-Comar Sc 

sirenglh d concerele paver block del role ae ian A 
MPa and weiglit 4.50 kg per-No. ‘confirming to: IS: 15658- 
2006 including. cost of material, labour, T &P 8 
(i. ) Grey gë | 
«(i ) Color 


+$ 
e EE 
ning to IS: 45658- 


2006: y | shaped mechanically compressed interloking cement 
concerele 1 aver blocks, smooth “high gloss finish, skid 
resistant; manufactured from rubber véi through vibro- 


compression mechanism. igh pressure and. control 


vibration machine. having plan dimension 200 x 
(460+120mm) with minimum 5mm thick? topping: of: O.P. 
cement mixed with 25% marble: powdef- Thé. Compressive 
strength’ of concerele paver block shall not be:less than 50 
MPa and-weight 5kg per No. confirming:to IS: 15658-2006 


12 


including cost of material, labour, T&P . 


(i. ) Grey 
(il) Color 





ith 
labour, T AH ev. 
s Engin 


ihe work as directed b eet charge 





uM S | m 
E EE — 
e 
~ è 
^ ~~ 


(48) acht 






19.50 
24.00 
570.00 














Description of the work 


: A 
m {Supply & laying of 80mm thick Précest ce c 

ad qi imn, t eben recast cement concerete: l- 
ped be paver blocks ISI mark Lenin; e 
Wees wi top. layer-of minimum 5 mm thickness 
ege ae 20Qx(160+4+20mm):of QL. Cement , 
geen ! a Ven We skid resistant; manufactyred from 
rubber OO through’ vibro-campréssion’ mechanism. The 
compressive sirength of concrete paver block shall nol be 
less than: 40Mpa andg*weight 4.5kg per including cost. of 
material, with axblankel layer of-4.00cm. ‘thick’ fine sand. 
including about. T P elc'required foriptoper compleliah ol 
the work: as.direcled by: Engineer-in-charge. o 





Supply & laying Qf 100mm thick Precast cement.concerete l- 
shape’ Interlocking paver, blocks IS! mark. confirming to. IS: 
15658-2006: with top: layer. of minimum: 5: mm 'thickress 
having plan. dimension 20041605 120mm) € O.P. Cement, 
|smooth: high: gloss finish, skid resistant; manufactured from 
ids_through- vibro-compression mechanism. The 
compressive: strength of concrete paver block shall nol be 
less `thani:50Mpa and: weight 5 kg DI including cost ‘of 
ial, vith a blaiket layer of 4.00er: ihick fine san. 
including labour. g P eté required for proper completion of 
{the work. as directed by Engineer-in-charge- 


"bags including costof sand and 


;gunny | 
ition. 


New Item Providing: &-sUpply-gUnny es. 
16 ag of bags. and laying I pos 
deu Hem |Laying of interlocking tiles (labour only) 
17 DTE gig agir eg XM 
"ares APM "(mo) 

ANS qu at fifa. RS 


7 


Ki 
Nf 


tes 
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